Feature :
Rotary switch with center push function
Bi-color LED illuminated available
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Application :

RS006 SERIES
ROTARY SWITCH

Consumer products

Audio / video products
Instrumentation
Communication equipments

\\

PUSH SWITCH SPECIFICATIONS PUSH BUTTON SWITCH LED SPECIFICATIONS

i 5 \TT [}
POLE - POSITION 1P2T , LOCK / NON-LOCK Action with LED P Sl Value / LED Color
Sensitive devices Unit
CONTACT RATING 30VDC, 0.1A / 5VDC, 0.1mA % Bl | Fus )
“o—FF—o00 (5mA) | Green Red |Yellow [Orange| Green | White

CONTACT RESISTANCE 50 mQ MAX. 1.5V DC ; 100 mA , by Method of Voltage DROP

LUMINQUIS INTENSIW@ZOMA med | 25 180 200 200 250 55 250
OPERATING FORCE 250+100gf i
OPERATING LIFE 50,000 cycles Doiminas Aeselenatl nm | 470 | s25 | e30 | ss0 | eo1 | se7 | 4
OPERATING TEMPERATURE RANGE -40°G ~ 85°C

TOTAL TRAVEL

TRAVEL - 0.7+ 0.3 mm; FULL TRAVEL - 1.8+0.3mm

ROTARY SWITCH SPECIFICATIONS

POLE - POSITION 1P20T [ Rotarying 1 circle (360 degrees), 8 segments feelings ]

QUTPUT SIGNAL
ROTARY ELECTRICAL CHARACTERISTICS

PWM output (CMOS output) ( PWM T : 200Hz, Duty : 0/20~20/20, without 1/20)

FORWARD VOLTAGE@20mA v 28 32 | 195 2 24 21 4
i ' ¥

ROTARY LED SPECIFICATIONS

ATTENTION

LEDs are Electrostatic Value / LED Color
@ Sensitive devices Unit
2 Blue | Pure ’
mc)—@—(ﬂ-) (5mA) | Green Red | Yellow [Orange| Green | White

FUMINOUS INTENSITY@20mA | o 100 | 413 | 230 | 150 | 260 | s0 | 200

Test Conditions Dominant Wavelength
Symbol o " v | ve. | max. | units A nm | 470 | 525 | 630 | ss0 | 601 | 568 /
Veo|| Bentibene FORWARD VOLTAGE@20mA
.
Voo Operating Voltage | - - 25 - 55 v Vi v 33 33 | 185 2 24 2 33
\ Operating urrent 5V - - 13 | 20 A Il A single bin cannot be ordered, please contact us in advance
o0 ; . , " -
3y = = 08 12 if you need a particular bin sorting before placing your order to
clarify the lead time, MOQ and pricing
CAP1
TYPE(PUSH)
SN ol I | | ) |
OPERATION(PUSH) POSITION
L [LOCK TYPE| PWM 20T]|
20T 1 gy
N | NON-LOCK .
T| TAcTILE sont | ROTARY CABLE
TYPE
o [P zoT CONNECTOR
(45£25g1 cm) =] WITHOUT|
JonLT| ROTARY ()
jameale) W200| L : 200mm
CAP1 COLOR(PUSH)
Transparent
T (std.) CAP1 SYMBOL HOUSING COLOR
K| BLACK it K| BLack
PK3:Printing
N | GREEN k3| & — - 5 | wimrour
R RED = as.er.carvlng (when cap2 X) CAP2 SYMBOL
Y] VELOW | g o ] ) cotorLepa color For exampe
B BLUE El:Laser carving = T = T 5 | PAOT:Printing
s | SILVER 5] WITHOUT |7 PCB
AOT:L:
o | oreen G| GREEN | CAP2TYPE (ROTARY) CAP2 COLOR 2 bl LED COLOR
R RED R RED PAO2:Printing
A A TYPE T Transparent AT e B BLUE
w| WHITE W | WHITE (std.) (std.) 2 9 & GREEN
PAO3:Printing
¥ | YELLOW Y| YELLOW T 5 vee AT AOS% : R RED
X [ witHouT X | WITHOUT AO3:Laser carving W WHITE
N| GREEN —
c| crvee o T Amﬁ EANFrintng v | velow
AO4:L i
x| wmHouT v | YELLOW il ] PG| PURE GREEN
B BLUE [u] WITHOUT x| wiTHouT
s | SILVER




RS006 SERIES
ROTARY SWITCH

@ DIMENSION

- RS006-TATRXAKKA02G20T

@ CAP2 SYMBOL

A01 TYPE A02 TYPE
LIGHT LIGHT

AO3TYPE = AO4TYPE

- BTYPE

@ CAP2 TYPE
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PN3
OUTPUT

PN4 PN7 PN1 PN2
PN6
VDD  |GROUND
PUSH SWITCH
PN5
P P —
PN8 Pt
LED MODULE
PN9
LED LED: LED LE LED! LED! LED LED!

PN11

PN12

PN13

PN14

PN13

PN16

PN17

PN18



